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1270 Mississippi River Bridge Luminaires
GIVEN CONDITIONS

ROADWAY DATA: Pavement Width 24 FI

Number Of Lanes 2

Median Width [ FT

IES Surface Classification R3

Q-Zero Value 07
LIGHT POLE DATA: Mounting Heigl 3 FT

Pole Set-Back From Edge Of Pavernent 4 FY

Aiming Angle 0 Degrees
LUMINAIRE DATA: Lamp Type HPS

Lamp Lumens 16006

IES Vertical Distribution [7]

IES Control Of Distribution FC

IES Lateral Distribution 3

TFotal Light Loss Factor 0.664
LAYOUT DATA: Spacing 240 FV

Conf i STG

Luminaire Overhang Over Edge

Of Pavement Lane -4 FT

NOTE: Variations from the above specified IES distribution pattern may be
requested and acceptance of variations will be subject to review by the
Engineer based on how well the performance requirements are met.

PERFORMANCE REQUIREMENTS
NOTE: These performance requirements shall be the minimum acceptable
tandards of ph ic perfy for the juminaire, based on the
given conditions listed above.
ILLUMINATION: A ge Hori 1 Humination, {Eave} 66 fc
Uniformity Ratio, { Eave/En) 30
LUMINANCE: Average Luminance: (L.} 2 cdim®
: Uniformity Ratios:  {LaveLesn)
{Liasflonn)
Maximum Veiling
Luminance Ratic:  (Lulaw) 8.3
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